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Web quality and web processing efficiency depend upon maintaining a proper 
lubricating air film between the moving web and the driving and supporting rollers. 
As web line speeds are increased, the film can become too thick, reducing traction 
between the web and roller. A common means to improve traction when this "web 
flotation" is encountered is to roughen the roller surface. While flexible foil bearing 
tl1eory may be applied to predict the thickness of the air film between a non-porous 
web and a smooth roller, empiricism must be applied for textured, roughened 
rollers. The mechanisms through which these surfaces work have been unclear and 
models to predict their performance have been unavailable. This paper presents the 
results of research conducted to identify the traction improvement mechanism 
through measurements of the air film thickness between a web and roughened 
rollers. The principle objective of this work was to determine how the addition of 
surface roughness changes the air film from that which can be predicted with foil 
bearing theory. 
The effects of surface roughness on the air film were evaluated experimentally 
by measuring the height of a tensioned smooth web moving over a stationary 
cylinder with three alternate surface roughness segments. The 152 mm (6 inch) 
wide web was a spliced continuous loop of 36 µm (1.4E-03 inch) thick 
polypropylene with vacuum deposited aluminum on the upper surface. The 
stationary cylinder was aluminum with a diameter of 203 mm (8 inches) and 
alternate surface roughness segments of 0.76, 2.0, and 4.3 µm rms (30, 80, and 170 
microinches rms). Web speeds ranged up to 12.7 m/s (2500 ft/min) and web 
tensions were 219 N/m (1.25 !bf/in.), 314 N/m (1.79 !bf/in.) and 460 N/m (2.62 
lbf/in.). 
The measured air film heights were compared with those predicted by the foil 
bearing equation. Good correlation was achieved for the web moving over the 
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smoothest surface only. The rougher surfaces did not produce air films that 
followed theory for the complete speed range. In some cases, the air films followed 
foil bearing theory at lower speeds but then became nearly constant and independent 
of speed at higher speeds, significantly below foil bearing predictions. The air films 
for the highest roughness surface were constant and independent of speed throughout 
the tested speed range, remaining far below the predictions of foil bearing theory. 










= air film thickness bet,.veen web and cylinder (ml 
= roller radius (m) 
= web tension (N/m) 
= roller surface velocity (mis) 
= web velocity (m/s) 
= rms surface roughness (m) 
= dynamic viscosity of lubricating fluid (Pa-s) 
INTRODUCTION 
Web quality and efficient web processing are critically dependent upon the 
thin lubricating air fihn that exists between moving webs and drive or support 
rollers. An inadequate film results in increased friction, web abrasion, and 
resistance to smoothing. An excessive fihn reduces roller traction, resulting in 
longitudinal slip and lateral wandering. Foil bearing theory, which has been applied 
extensively to the problems of magnetic tape recording, can be a very good 
predictor of air fihn thickness for smooth surfaces (1-9). Knox and Sweeney (10) 
are credited with the first application of this theory to web handling problems. 
Tajuddin (11) also applied the theory to webs and smooth rollers. Predictions for 
foil bearings with rough surfaces are not available. 
Background 
In its simplest form, foil bearing theory considers the case of a perfectly 
flexible two-dimensional non-porous foil, or web, moving over a smooth roller 
under conditions of incompressible flow. The theory shows that the air film may be 
divided into three regions 7), as illustrated in Figure 1. Note that the fihn thickness 
is greatly exaggerated in the figure's schematic representation of the problem. For 
example, in this study the largest measured fihn thicknesses are approximately equal 
to thickness of the web and correspond to less than 0.03% of the roller radius. 
Returning to consideration of the three regions in the figure, our principal interest 
lies in the middle region. This region contains most of the close contact between the 
web and the roller. The theory predicts that the air fihn has a constant thickness 
through this region, and that this thickness is given by the following equation (7). 
h = Q 643(6µ(Uweb + Uroller))
213 
R . T Eq. (1) 
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Note that the velocities of the web and roller are additive, and that different authors 
provide slightly different values for the leading constant. One may observe that the 
air film thickness increases with velocity. Consequently, the problem of excessive 
air films becomes a particular concern as web line speed is increased, as observed by 
Daly (12). Practical approaches to this problem have centered upon alterations to 
the roller, notably adding surface texture and machining grooves. However, these 
attempts to maintain traction by maintaining small air film thickness have been based 
in empiricism, for it has not been possible to predict the effects of the grooves or the 
surface roughness upon the air film thickness or the traction. 
Consideration of the physical mechanisms through which the traction force 
between the web and roller is developed provides some insight to the problem. For 
the case of the web and roller moving at the same velocity, fluid viscosity cannot 
contribute to the traction force in the constant gap region. With zero streamwise 
pressure gradient, the fluid velocity profile between the web and roller must be 
uniform and constant. Thus there is no velocity gradient between the two surfaces 
and the viscous shear stresses are zero. Pure mechanical friction must provide the 
traction force. Even for cases in which there is relative motion between the web and 
roller, the viscous stresses resulting from the velocity gradient between the two 
surfaces are small and mechanical friction dominates. 
This mechanical friction is developed through the contact of the asperities of 
the roughness of the two surfaces. The amount of contact then must be dependent 
upon the relationships of the air film thickness between the two surfaces and the 
statistics of the roughness distributions of the two surfaces. Surface roughness is 
considered in the tribology literature, with particular emphasis placed upon its 
effects upon bearing load capacity (13-29). The roughness orientation (lateral, 
longitudinal or isotropic) is a factor in these changes in load as well as the height 
distribution. However, the tribology literature does not provide much guidance as to 
the coupling between the surface roughness and the developed air film thickness. 
For magnetic tape systems, it has been reported that as the ratio of air film height to 
rms surface roughness falls below approximately 6, the surface roughness effects on 
the tape to head separation become important (14, 15). At these heights, asperity 
contacts become significant and friction was found to result primarily from head-to-
tape contact. As one would expect, rougher surfaces lead to high rates of abrasive 
wear (16, 17). 
Objectives 
The objectives of the work reported here were to determine the air film 
thicknesses that developed for a smooth web moving over a stationary cylindrical 
support for three different cylinder surface finishes with increasing roughness 
amplitudes. The experimentally measured results were to be compared to the 
predictions of foil bearing theory. 
EXPERIMENTAL APPARATUS AND APPROACH 
Web. Cylinder. and Test Loop Apparatus 
Air film thickness was determined through optical sensor measurements of the 
height of a smooth web moving over a stationary cylindrical support surface. The 
web's wrap angle on the cylinder was approximately 30 degrees, adequate to provide 
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a long constant thickness region. The web was configured in a continuous loop and 
installed on the apparatus shown in schematic form in Figure 2. Tension is applied 
to the web loop by a weighted dancer roller wrapped by the web 180 degrees. The 
grooved drive roller is wrapped more than 180 degrees. Lateral position is 
controlled by a traversing roller guide point sensor system. More details on the 
apparatus are provided by Basheer (30) and by King (31). Measurements were 
performed for web speeds as high as 13.1 m/s (2575 ft/min) and tensions of 219 N/m 
(1.25 !bf/in.), 314 N/m (1.79 !bf/in.) and 460 N/m (2.62 !bf/in.). 
The web was 35.6 µm thick, 152 mm wide polypropylene with a reflective 
aluminum coating on one side. The web loop was mounted so that the uncoated 
surface faced the stationary cylinder. The cylinder was aluminum and was finished 
with three different surface treatments. The surface roughness was measured with 
an electronic profilometer that provides the root mean square of the surface 
asperities. The original surface of the cylinder had a measured roughness of 0.76 
µm rms. A 75 mm wide full length strip of the cylinder was bead-blasted to a 
roughness of 4.32 µm rms. A 57 .2 mm strip was sandpapered to a roughness of 
2.03 µm rms. 
Instrumentation 
Air film thicknesses were determined from measurements of the position of 
the top surface of the web performed with an MTI 1000 Fotonic optical sensor. The 
sensor was positioned to measure the height of the surface at the spanwise center of 
the cylinder in the middle of the web's wrap, thereby avoiding edge, entrance and 
exit region effects. The sensor performed its measurements by shining a small spot 
of infrared light onto the upper, reflective surface of the web and reading the 
reflected light. Calibration was performed in place by moving the sensor relative to 
the stationary web with a sliding cam and dial indicator assembly that amplified the 
motion to provide an accurately measurable displacement at the dial indicator. 
The web speed was inferred from the speed of the drive roller as measured 
with a photodiode reading a rotating pattern attached to the end of the roller. The 
180 degree split pattern provided one pulse per roller revolution. Slip between the 
web and the drive roller thereby was neglected, but great care was taken to monitor 
system behavior to insure that significant slippage did not occur. 
The tension applied to the web was determined directly from the weights 
suspended from the tensioning apparatus and the geometry of the mechanism. 
Data Acquisition and Processing 
Measurements were performed through a PC-based data acquisition system. A 
286 personal computer hosting a Metrabyte Dash-16F high speed 12 bit data 
acquisition board acquired and processed the measurements through a BASIC 
program controlling the board through Labtech Notebook software. The photodiode 
signal providing drive roller rotational velocity and the Fotonic optical sensor signal 
corresponding to web height above the cylinder each were acquired at a sampling 
rate of 2 kHz in two blocks of 5000 samples. Thus the total record length was 5 
seconds. 
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The digitized photodiode signal was processed to count the pulses 
corresponding to drive roller revolutions with a simple level detection algorithm. 
Processing of the height signal was complicated by the fact that the web was in the 
form of a spliced continuous loop. The segments of the height signal corresponding 
to the passage of the splice beneath the sensor had to be removed from the record to 
provide a true measure of air film thickness. The splice was much thicker and 
stiffer than a single layer of web and also had a taped surface with much different 
optical reflectance. Fortunately, these characteristics made the passage of the splice 
very easy to recognize. Splice passage segments were detected in the digitized signal 
and fixed time segments before and after the beginning of the splice were ignored in 
the signal processing. In this way, false thickness indications of the splice as well as 
any effects of the splice on the dynamics of the adjacent web were eliminated from 
the measurement results. The remainder of the height signal was processed to find 
the mean voltage and the root mean square of the voltage fluctuations. The 
linearized calibration was used to convert these voltages to mean web height and rms 
height fluctuation. The air film thickness was assumed to be the difference between 
this measured mean height and the static calibration zero point taken with the 
tensioned stationary web resting on the cylinder surface. 
The photodiode and Fotonic optical sensor signals were continuously 
monitored with an oscilloscope and a counter during the course of an experiment to 
insure that everything was behaving properly. This monitoring process was very 
important because of the abrasive wear of the aluminum coating on the web. 
Although this coating did not face the stationary cylinder, it did run against the 
surface of some rollers during the course of the loop's passage through the 
apparatus. This contact did result in abrasive wear, particularly at higher web 
speeds. Due to this problem, it was not possible to perform measurements at the 
higher velocities for the rougher surfaces. Since the Fotonic sensor calibration was 
dependent upon the reflectance of the coating, excessive wear caused unacceptable 
shifts in the calibration. Deterioration of the surface was visible in the oscilloscope 
trace of the signal as an increase of the level of the fluctuations about the mean. This 
signal was monitored along with the surface condition to determine when the web 
loop had to be replaced. This wear also resulted in the accumulation of dust on the 
stationary cylinder. Care was taken to clean the cylinder surface before each data 
point was taken to avoid the problem of dust affecting the readings. Attention also 
was paid to potential problems that could result from static electricity generated by 
the moving web. No static problems were observed with the aluminum coated web. 
Later tests with an acrylic coated polypropylene web did exhibit very noticeable 
levels of static electricity. It is presumed that the aluminum coated web was not 
susceptible to these problems because it is inherently self-grounding to the 
conductive aluminum rollers of the test apparatus. 
RESULTS AND DISCUSSION 
The primary goal of this research was to determine whether different cylinder 
surface roughnesses produce air film thicknesses that differ from those predicted by 
foil bearing theory. Accordingly, measurements of mean air film thickness and the 
root mean square of the thickness fluctuations were performed for the three 
different surfaces at three different tensions for a range of velocities. The measured 
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mean thicknesses are compared to the predictions of foil bearing theory. First 
consider the different surfaces individually. 
Smooth Surface - Q,76 um RMS Roughness 
The measured and predicted air film thicknesses for the web moving over the 
original, nominally smooth, cylinder surface are presented in Figure 3. It may be 
observed that the measurements generally exhibit the same trends as the theory, with 
thicknesses increasing with web speed and falling with increased tension. However, 
for the lower speeds and the higher tensions, the measured thicknesses tend to fall 
somewhat below predictions. Note that these measurements of air film thickness are 
all relative measurements, taken as the difference between the measured web uppe, 
surface position and the zero position measured with the tensioned web stationary on 
the cylinder. Any errors in this zero position measurement then bias the othe, 
measurements, and of course a different zero measurement was performed for each 
of the different tension cases. Additionally, it was observed that after the web was 
stopped, it took a finite time for the web to return to the initial zero position. For 
example, in one case it was found that over the course of approximately 5 minutes, 
the web height decreased approximately 0.8 µm. This change would be significant 
in comparing measurements to theory. It is presumed that this decrease 
corresponded to the escape of air trapped between the stationary web and the 
cylinder as an effect of the tension applied to the web. 
Sanded Surface - 2.03 um RMS Roughness 
The measured and predicted air film thicknesses for the web moving over the 
sanded cylinder surface are presented in Figure 4. For these cases, it appears that 
the best agreement with the trends predicted by foil bearing theory occur for !owe, 
web speeds. The measured film thicknesses seem to deviate from theoretical trends 
as the speed increases, with the thicknesses tending to reach a plateau independent of 
speed and then decrease. The highest tension case does seem to be inconsistent with 
the other cases, as it exhibits greater thicknesses than the lower tension cases. Again, 
this inconsistency might be attributed to problems in establishing the zero thickness 
position. This problem was more severe for the roughened cylinder surfaces. 
Nevertheless, the highest tension case does appear to follow theoretical trends to 
higher web speeds than do the lower tension cases. 
Bead-Blasted Surface - 4,32 um RMS Roughness 
The measured and predicted air film thicknesses for the roughest surface, the 
bead-blasted surface, are shown in Figure 5. This figure shows measurements that 
do not follow the trends of foil bearing theory except at the very lowest velocities 
and the highest tension. Beyond this low velocity range, the measured air film 
thicknesses seem to become independent of web speed and much lower than the foil 
bearing theory predictions. This figure shows that large roughness does cause the 
developed air film height to be very different from that predicted by foil bearing 
theory. The lowest tension case never approaches the predictions. 
The effects of surface roughness on the air film thickness can be observed 
more clearly in comparisons of the measurements for the three surfaces at each 
tension. 
291 
Three Surfaces at 219 Nim Tension 
The measured air film thicknesses for the lowest tension cases are compared in 
Figure 6. It may be observed that the smoothest surface case generally follows the 
predictions of foil bearing theory quite well throughout the tested web speed range. 
The sanded surface, the medium roughness, measurements follow theory only at the 
lower speeds and then deviate, staying at a nearly constant thickness as speed 
increases. The bead-blasted surface, the roughest case, measurements remain very 
small and independent of web speed throughout the measured speed range. This 
figure presents a very clear picture of the effects of surface roughness. It suggests 
that as surface roughness increases, the film thicknesses become independent of web 
speed and lower than the foil bearing theory predictions. This departure from the 
behavior predicted by foil bearing theory may occur at some critical velocity. 
Three Surfaces at 314 Niro Tension 
The measured air film thicknesses for the three surfaces at the medium tension 
condition are presented in Figure 7. The trends observed in Figure 6 are present but 
not so dramatically. The increase of tension appears to make the air film thickness 
behave more like the predictions of foil bearing theory than for the lower tension. 
Nevertheless, one may observe that at the highest roughness, as web speed increases 
the measurements fall substantially below predictions and roughly independent of 
velocity.· 
Three Surfaces at 460 Nim Tension 
The comparison for the cases with the highest tension are shown in Figure 8. 
The trends exhibited by these measurements are less clear. The measurements tend 
to follow the foil bearing trends to higher velocities than the lower tension cases, but 
the relative magnitudes of the three cases appear inconsistent. Again, this 
inconsistency may, at least in part, be attributed to problems in establishing the 
initial zero position for the web. This problem is the most severe for the rougher 
surfaces. Again, the results for the roughest surface tend to deviate from predictions 
as velocity increases. 
Implications for Web-Roller Traction 
The meaning of these results can be developed through consideration of a 
review of some of the relevant characteristics of the traction between a web and 
roller. First of all, it is believed that good traction depends upon the maintenance of 
some amount of asperity contact between the web and the roller or cylinder. It is 
obvious that the amount of asperity contact depends upon both the separation 
between the web and the roller and the geometry and statistical distribution of the 
asperities. 
The rms of the roughness is not the only statistic of importance. One must 
consider the radii of curvature of the roughness elements and higher statistical 
moments of the distribution. Generally, the roughness of a bearing is characterized 
by relatively large radii of curvature. In other words, the shape of the roughness is 
more like rolling hills than jagged peaks. The effects of wear on these distributions 
also must be considered. The burnishing of wear may truncate the largest amplitude 
asperities, wearing off the peaks. 
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However, neglecting most of these factors, one can find a crude measure of 
the beginning of the regime in which good asperity contact and traction occur. This 
regime is defined by the ratio of the air fihn thickness to the rms surface roughness. 
Values of this ratio between 6 and 3 are considered to be the boundaries of the 
partial lubrication regime of good traction. Accordingly, it then is useful to see how 
the air film measurements compare to this regime. Figure 9 presents the previous 
air film thickness measurements divided by the corresponding surface rms 
roughness. 
The results are illuminating when viewed in this form. The figure clearly 
shows that the cases in which the air film thickness continue to increase with web 
speed as predicted by foil bearing theory fall in the regime with ratios beyond 3 to 
6. In this region, asperity contact is believed to be small. The cases in which the air 
fihn thicknesses do not exhibit appreciable increases with velocity correspond to 
ratios that are generally below 6. In this, what is defined as the partial lubrication 
regime, asperity contact is believed to become significant. 
Asperity contact is neglected in the foil bearing equations, which apply to 
smooth surfaces. In the constant thickness region of a foil bearing, the equations 
account for the support of the web through a balance of the pressure difference 
across the web and the forces resulting from the ratio of the tension on the web to 
the radius of curvature of the web. Consequently, one might conclude that for the 
measurement cases in which the fihn thickness agrees with the predictions of foil 
bearing theory, the air pressure developed beneath the web provides its primary 
support. Of course, this support mechanism does not apply if the web is supported 
completely by the asperities. 
For the cases that fall in-between, in the partial lubrication regime, the 
support of the web is distributed between the air pressure in the film and the 
mechanical contacts at the peaks of the roughness asperities. Thus, it may be 
expected that as the asperities begin to provide more and more of the support for the 
web, the air film thickness will deviate increasingly from the predictions of foil 
bearing theory. The measurements for the rougher surfaces in this study do exhibit 
deviations from the predictions of foil bearing theory as the velocity is increased. 
The question then remains how to predict when the web will ride on the asperities 
and when it will be supported by the air fihn. ln other words, at what conditions 
will the air film begin to deviate from the foil bearing predictions? 
Note that the roughness does not play an entirely passive role in this process. 
The tribology literature (13-29) shows that in simple slider bearings, surface 
roughness can increase or decrease the load capacity of a bearing, depending upon 
the roughness characteristics. Furthermore, for bearings in which the surfaces both 
are rough and have relative motion, other factors come in to play. The relative 
motion of the two surfaces changes the alignment of their roughness asperities with 
respect the other surface, causing "squeeze-film" effects (14, 15) 
The load capacity of a slider bearing is determined by the integral of the 
pressure distribution developed through the bearing passage. For the foil bearing, a 
roughness-induced increase in load would increase the pressure between the web and 
the roller. Jf there were no asperity contact, the web would be completely supported 
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by this pressure. Theu the pressure difference across the web still would be 
proportional to the web tension divided by the radius of curvature. 
If one considers a case with constant tension, the addition of roughness which 
increases the load would result in a decrease in the radius of curvature. The web 
would move closer to the roller and contact with asperities. Since the film thickness 
is an extremely small fraction of the radius of curvature (nominally the roller 
radius), a very small change in radius of curvature would correspond to a much 
larger change in the film thickness. Of course, a roughness that produced a decrease 
in load would result in an increase in film thickness. Thus roughness can alter the 
air film thickness beneath the web even in cases in which there is no significant 
asperity contact. 
Once there is significant asperity contact and the web is supported primarily 
by asperity contact, the foil bearing results no longer apply. Some of the 
measurements results for the roughest surface in this study appear to fall in this 
regime. For such cases, the air film that develops may be more directly coupled to 
the characteristics of the roughness. 
Thus the result of this study show that the addition of roughness to a stationary 
support cylinder can decrease the air film thickness between the cylinder and the 
moving web above it. The film thickness can be reduced to a level at which 
significant asperity contact occurs. For some cases, as web speed increases, the film 
thickness can increase following foil hearing theory predictions and then reach a 
level where it becomes nearly independent of further speed increases. Further study 
is required to develop accurate means to predict the occurrence of these effects. 
CONCLUSIONS 
For the conditions of these experiments, the results of the study lead to the 
following conclusions about the characteristics of the air film between a moving 
tensioned web and a stationary support cylinder. 
1. The air film thickness between the moving web and the smooth stationary 
cylinder generally follows the predictions of foil bearing theory for the 
tensions tested. The poorest agreement tends to occur at the lower web 
speeds. 
2. Surface roughness on the stationary cylinder can have a large effect on the air 
film thickness. For the medium roughness case, good agreement with foil 
bearing theory occurs for low web speeds and high tension. At higher speeds 
and lower tensions, the air film thickness deviates from foil bearing theory, 
becoming independent of web speed. 
3. For the roughened cylinder surfaces, the reductions in air film thickness can 
bring the film down to a level at which significant asperity contact and 
enhanced traction are expected_ 
294 
ACKNOWLEDGMENTS 
This work was perfonned with the support of the Oklahoma State University 
Web Handling Research Center. The support of the Center and its member 
companies is gratefully acknowledged. Particular appreciation is extended to Mr. 
Bruce Feiertag and Dr. John Shelton for their suggestions leading to the 
modifications that resulted in the successful operation of the test facility. 
REFERENCES 
I. Barlow, E.J., "Derivation of Governing Equations for Self-Acting Foil 
Bearings," Trans. of ASME, J. Lub. Tech., Vol. 89, 1967, pp. 334-340. 
2. Barlow, E.J., "Self-Acting Foil Bearings of Infinite Width," Trans. of ASME. 
J. Lub. Tech., Vol. 89, 1967, pp. 341-345. 
3. Baumeister, H.K., "Nominal Clearance of the Foil Bearing," IBM J. Res. 
Develop .• Vol. 7, 1963, pp. 153-154. 
4. Eshel, A., and Elrod, H.G., Jr., "The Theory of the Infmitely Wide, Perfectly 
Flexible, Self-Acting Foil Bearing," Trans. of ASME, J. Bas. Eng., Vol. 87, 
1965, pp. 831-836. 
5. Eshel, A., and Lowe, A.R., "Experimental and Theoretical Investigation of 
Head to Tape Separation in Magnetic Recordings," IEEE Trans. Mag .. Vol. 
MAG-9, 1973, pp. 683-688. 
6. Feliss, N.A., and Talke, F.E., "Capacitance Probe Study of Rotating-
Head/fape Interface," IBM J. Res. Develop., Vol. 21, 1977, pp. 289-293. 
7. Gross, W.A., editor, Fluid Film Lnbrication, John Wiley & Sons, New York, 
1980. 
8. Licht, L., "An Experimental Study of Elastohydrodynamic Lubrication of Foil 
Bearings," Trans. of ASME, J. Lub. Tech., Vol. 90, 1968, pp. 199-220. 
9. Ma, J.T.S., "An Investigation of Self-Acting Foil Bearings," Trans. of ASME, 
J. Bas. Eng., Vol. 87, 1965, pp. 837-846. 
10. Knox, K.L., and Sweeney, T.L., "Fluid Effects Associated with Web 
Handling," Ind. Eng. Chem. Proc. Des. Dev., Vol. 10, 1971, pp. 201-205. 
11. Tajuddin, "Mathematical Modelling of Air Entrainment in Web Handling 
Applications," M.S. Thesis, School of Mech. and Aero. Eng., Oklahoma State 
University, 1987. 
12. Daly, D. A., "Factors Controlling Traction Between Webs and Their Carrying 
Rolls," TAPPI J., Vol. 48, 1965, pp. 88A-90A. 
295 
13. Bayada, G. and Chambat, M., "New Models in the Theory of the 
Hydrodynamic Lubrication of Rough Surfaces," Trans. of ASME. J. of 
Tribology. Vol. 110, 1988, pp. 402-407. 
14. Bhushan, B. and Tonder, K., "Roughness-Induced Shear-and Squeeze-Film 
Effects in Magnetic Recording-Part I: Analysis," Trans. of ASME, J. of 
Tribology. Vol. 111, 1989, pp. 220-227. 
15. Bhushan, B. and Tonder, K., "Roughness-Induced Shear-and Squeeze-Film 
Effects in Magnetic Recording-Part II: Applications," Trans. of ASME, J. of 
Tribology. Vol. 111, 1989, pp. 228-237. 
16. Bhushan, B., Shanna, B., and Bradshaw, R., "Friction in Magnetic Tapes I: 
Assessment of Relevant Theory," ASLE Transactions. Vol. 27, 1984, pp. 33-
44. 
17. Bhushan, B., Shanna, B., and Bradshaw, R., "Friction in Magnetic Tapes II: 
Role of Physical Properties," ASLE Transactions, Vol. 27, 1984, pp. 89-100. 
18. Chang, L. and Webster, M. N., "A Study of Elastohydrodynamic Lubrication 
of Rough Surfaces," Trans. of ASME. J. of Tribology, Vol. 113, 1991, pp. 
110-115. 
19. Cheng, H. S., "Some Physical Interpretations of the Average Flow Reynolds 
Equation," Proceedings of the JSLE International Tribology Conference, July 
8-10, 1985, Tokyo, Japan, 1985, pp. 217-222. 
20. Chengwei, W. and Linqing, Z., "An Average Reynolds Equation for Partial 
Film Lubrication with a Contact Factor," Trans. of ASME. J. of Tribology, 
Vol. 111, 1989, pp. 188-191. 
21. Elrod, H. G., "Thin-Film Lubrication Theory for Newtonian Fluids with 
Surfaces Possessing Striated Roughness or Grooving," Trans. of ASME, J. of 
Lub. Tech., Vol. 95, 1973, pp. 484-489. 
22. Patir, N. and Cheng, H. S., "An Average Flow Model for Determining Effects 
of Three-Dimensional Roughness on Partial Hydrodynamic Lubrication," 
Trans. of ASME, J. of Lub. Tech., Vol. 100, 1978, pp. 12-17. 
23. Patir, N. and Cheng, H. S., "Application of Average Flow Model to 
Lubrication Between Rough Sliding Surfaces," Trans. of ASME. J. of Lub. 
Tech., Vol. 101, 1979, pp. 220-230. 
24. Tonder, K., "Simulation of the Lubrication of Isotropically Rough Surfaces," 
ASLE Transactions, Vol. 23, 1980, pp. 326-333. 
25. Tonder, K., "A Numerical Assessment of the Effect of Striated Roughness on 
Gas Lubrication," Trans. of ASME. J. of Tribology. Vol. 106, 1984, pp. 315-
319. 
296 
26. Tonder, K., "The Construction of Reynolds-Type Equations for Rough 
Surfaces," Proceedings of the JSLE International Tribology Conference, July 
8-10, 1985, Tokyo, Japan, 1985, pp. 229-236. 
27. Tonder, K., "Theory of Effects of Striated Roughness on Gas Lubrication," 
Proceedings of the JSLE International Tribology Conference, July 8-10, 1985, 
Tokyo, Japan, 1985, pp. 761-766. 
28. White, J. W., "Surface Roughness Effects on the Load Carrying Capacity of 
Very Thin Compressible Lubricating Films," Trans. of ASME. J. of Lub. 
Tech., Vol. 102, 1980, pp. 445-451. 
29. White, J. W., "The Effect of Two-Sided Surface Roughness on Ultra-Thin Gas 
Films," Trans. of ASME, J. of Lub. Tech., Vol. 105, 1983, pp. 131-137. 
30. Basheer, M. S., "An Experimental Study of Air Entrainment in Web 
Handling," M.S. Thesis, School of Mech. and Aero. Eng., Oklahoma State 
University, 1988. 
31. King, S.L., "An Investigation of Air Films Beneath a Tensioned Web Moving 
Over Non-Rotating Smooth and Textured Cylinders," OSU Web Handling 





























Fig. 2. Schematic of High Speed Continuous Loop Test Apparatus 
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Fig. 4. Air Film Thicknesses for Sanded Surface 
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Fig. 5. Air Film Thicknesses for Bead-Blasted Surface 
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Fig. 7. Surface Dependence of Air Film Thicknesses at Medium Tension 
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Fig. 8. Surface Dependence of Air Film Thicknesses at High Tension 
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QUESTIONS AND ANSWERS 
Q. What is the effect of the shape of the roughness? 
A. One of the things that one reads in the tribology literature is that we draw all 
these pictures of these various spiky roughnesses, but really the wavelength 
may be fairly large compared to H, but it isn't quite so much like jagged peaks, 
but more like rolling hills, and if we're assuming a perfectly flexible foil, it 
may actually be following it fairly well, but it's riding on these very jagged 
peaks, so we have to look at the probability distribution. How does the 
roughness wear? Are we truncating the high peaks with wear? Things like 
that. 
Q. How good are the air film thickness measurements? Do they agree with the 
Knox-Sweeney equation [foil bearing theory]? 
A. They're difficult measurements. They're close enough to theory to convince 
me that they're basically following theory. There have been more careful 
measurements made that confirm foil bearing theory pretty well, particularly 
the magnetic tape literature. 
Q. How were the measurements of the sensor processed to get the measured "h"? 
A. It's an average over many passes of tl1e web. 
Q. These measurements were for the case of one surface moving and the other 
stationary. Have you studied the case with both surfaces moving? 
A. No. I think that's very important. I would like to do that, because in the effect 
of the roughness on the load, the relative motion between the two surfaces is 
very important. We were running it with the web moving, the roughness 
stationary. When they're both moving together at the same speed it can be 
somewhat different. Particularly in the effect of the pressure. 
Q. Did you include the effects of the roughness of the surface of the web? Did it 
have any effects on the measurements? 
A. No, we presumed that the web was much smoother than the roller. We did see 
an effect in doing the calibrations. Shermaine found that the air that was 
trapped under the web the O point [0 film thickness height] calibration escaped 
from under the stationary web. When the machine was.shut off, one could see 
a very gradual decay of the height of the web as it moved down closer to the 
cylinder. 
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